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Abstract
This paper presents a finite element model for free vibration and buckling analyses of functionally
graded (FG) sandwich beams by using a quasi-3D theory in which both shear deformation and thick-
ness stretching effects are included. Sandwich beams with FG skins-homogeneous core and homoge-
neous skins-FG core are considered. By using the Hamilton’s principle, governing equations of motion
for coupled axial-shear-flexural-stretching response are derived. The resulting coupling is referred to
as fourfold coupled vibration and buckling. Numerical examples are carried out to investigate the
thickness stretching effect on natural frequencies and critical buckling loads as well as mode shapes
of sandwich beams for various power-law indexes, skin-core-skin thickness ratios and boundary con-
ditions.
Keywords: FG sandwich beams; vibration; buckling; finite element; quasi-3D theory
1. Introduction
In recent years, there is a rapid increase in the use of functionally graded (FG) sandwich struc-
tures in aerospace, marine and civil engineering due to high strength-to-weight ratio. With the wide
application of these structures, more accurate theories are required to predict their vibration and
buckling response. Amirani et al. [1] used the element free Galerkin method to study free vibration
analysis of sandwich beam with FG core. Bui et al. [2] investigated transient responses and natural
frequencies of sandwich beams with FG core. Vo et al. [3] studied vibration and buckling of sandwich
beams with FG skins - homogeneous core using a refined shear deformation theory. It should be noted
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that the above mentioned studies ([1]-[3]) neglected the thickness stretching effect, which becomes
very important for thick plates [4]. In order to include shear deformation and thickness stretching
effects, the quasi-3D theories, which are based on a higher-order variation through the thickness of
the in-plane and transverse displacements, are used. By using these theories, although a lot of work
has been done for isotropic and sandwich FG plates ([5]-[14]), the research on FG sandwich beams is
limited. Carrera et al. [15] developed Carrera Unified Formulation (CUF) using various refined beam
theories (polynomial, trigonometric, exponential and zig-zag), in which non-classical effects including
the stretching effect were automatically taken into account. Recently, he and his co-workers also used
CUF to investigate the free vibration of laminated beam [16] and FG layered beams [17]. As far
as authors are aware, there is no work available using the quasi-3D theories to study vibration and
buckling of FG sandwich beams in a unitary manner. This complicated problem is not well-investigated
and there is a need for further studies.
In this paper, which improves the previous research [3] by including the thickness stretching effect,
a finite element model for free vibration and buckling analyses of FG sandwich beams by using a quasi-
3D theory is presented. Sandwich beams with FG skins-homogeneous core and homogeneous skins-FG
core are considered. Governing equations of motion are derived by using the Hamilton’s principle. A
two-noded C1 beam element with six degree-of-freedom per node is developed. Numerical examples
are carried out to investigate the thickness stretching effect on natural frequencies and critical buckling
loads as well as mode shapes of sandwich beams for various power-law indexes, skin-core-skin thickness
ratios and boundary conditions.
2. Theoretical Formulation
2.1. FG sandwich beams
Consider a FG sandwich beam with length L and rectangular cross-section b×h, with b being the
width and h being the height. For simplicity, Poisson’s ratio ν, is assumed to be constant. Young’s
modulus E and mass density ρ are expressed by [18]:
E(z) = (Ec − Em)Vc + Em (1a)
ρ(z) = (ρc − ρm)Vc + ρm (1b)
where subscripts m and c represent the metallic and ceramic constituents, Vc is volume fraction of the
ceramic phase of the beam. Two types of FG sandwich beams are considered:
2
 1 
 2 
 3 
 4 
 5 
 6 
 7 
 8 
 9 
10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 
48 
49 
50 
51 
52 
53 
54 
55 
56 
57 
58 
59 
60 
61 
62 
63 
64 
65 
2.1.1. Type A: sandwich beam with FG skins - homogeneous core
The bottom and top skin is composed of a FG material, while, the core is ceramic (Fig. 1a). For
Type A, Vc is obtained as:

Vc =
(
z−ho
h1−h0
)k
, z ∈ [−h/2, h1] (bottom skin)
Vc = 1, z ∈ [h1, h2] (core)
Vc =
(
z−h3
h2−h3
)k
, z ∈ [h2, h/2] (top skin)
(2)
where k is the power-law index.
2.1.2. Type B: sandwich beam with homogeneous skins - FG core
The bottom and top skin is metal and ceramic, while, the core is composed of a FG material (Fig.
1b). For Type B, Vc is obtained as:

Vc = 0, z ∈ [−h/2, h1] (bottom skin)
Vc =
(
z−h1
h2−h1
)k
, z ∈ [h1, h2] (core)
Vc = 1, z ∈ [h2, h/2] (top skin)
(3)
2.2. Constitutive Equations
The linear constitutive relations are given as:

σx
σz
σxz


=


C¯∗11 C¯
∗
13 0
C¯∗13 C¯
∗
11 0
0 0 C55




ǫx
ǫz
γxz


(4)
where
C¯∗11 = C¯11 −
C¯212
C¯22
=
E(z)
1− ν2
(5a)
C¯∗13 = C¯13 −
C¯12C¯23
C¯22
=
E(z)ν
1− ν2
(5b)
C55 =
E(z)
2(1 + ν)
(5c)
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If the thickness stretching effect is omitted (ǫz = 0), elastic constants Cij in Eq. (5) are reduced
as:
C¯∗11 = E(z) (6a)
C¯∗13 = 0 (6b)
C55 =
E(z)
2(1 + ν)
(6c)
2.3. Kinematics
This paper extends a refined shear deformation theory from previous research [3] by including the
thickness stretching effect. The new displacement field is assumed to be [19]:
U(x, z, t) = u(x, t)− z
∂wb(x, t)
∂x
−
4z3
3h2
∂ws(x, t)
∂x
= u(x, t)− zw′b(x, t)− f(z)w
′
s(x, t) (7a)
W (x, z, t) = wb(x, t) + ws(x, t) + (1−
4z2
h2
)wz(x, t) = wb(x, t) + ws(x, t) + g(z)wz(x, t) (7b)
where u,wb, ws and wz are four unknown displacements of mid-plane of the beam. It should be noted
that the new component g(z)wz(x, t) in Eq. (7b) is added to investigate the thickness stretching effect
on the vibration and buckling of FG sandwich beams.
The only non-zero strains are:
ǫx =
∂U
∂x
= u′ − zw′′b − fw
′′
s (8a)
ǫz =
∂W
∂z
= g′wz (8b)
γxz =
∂W
∂x
+
∂U
∂z
= g(w′s + w
′
z) (8c)
2.4. Variational Formulation
The variation of the strain energy can be stated as:
δU =
∫ l
0
∫ b
0
[∫ h/2
−h/2
(σxδǫx + σxzδγxz + σzg
′δwz)dz
]
dydx
=
∫ l
0
[
Nxδu
′ −M bxδw
′′
b −M
s
xδw
′′
s +Qxz(δw
′
s + δw
′
z) +Rzδwz
]
)dx (9)
where Nx,M
b
x,M
s
x , Qxz and Rz are the stress resultants, defined as:
Nx =
∫ h/2
−h/2
σxbdz (10a)
M bx =
∫ h/2
−h/2
σxzbdz (10b)
M sx =
∫ h/2
−h/2
σxfbdz (10c)
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Qxz =
∫ h/2
−h/2
σxzgbdz (10d)
Rz =
∫ h/2
−h/2
σzg
′bdz (10e)
The variation of the potential energy by the axial force P0 can be written as:
δV = −
∫ l
0
P0
[
δw′b(w
′
b + w
′
s) + δw
′
s(w
′
b + w
′
s)
]
dx (11)
The variation of the kinetic energy can be expressed as:
δK =
∫ l
0
∫ b
0
[ ∫ h/2
−h/2
ρ(U˙ δU˙ + W˙δW˙ )dz
]
dydx
=
∫ l
0
[
δu˙(m0u˙−m1w˙b
′ −mf w˙s
′) + δw˙b[m0(w˙b + w˙s) +mgw˙z] + δw˙b
′(−m1u˙+m2w˙b
′ +mfzw˙s
′)
+ δw˙s[m0(w˙b + w˙s) +mgw˙z] + δw˙s
′(−mf u˙+mfzw˙b
′ +mf2w˙s
′)
+ δw˙z [mg(w˙b + w˙s) +mg2w˙z]
]
dx (12)
where
(m0,m1,m2) =
∫ h/2
−h/2
ρ(1, z, z2)bdz (13a)
(mf ,mfz,mf2) =
∫ h/2
−h/2
ρ(f, fz, f2)bdz (13b)
(mg,mg2) =
∫ h/2
−h/2
ρ(g, g2)bdz (13c)
By using Hamilton’s principle, the following weak statement is obtained:
0 =
∫ t2
t1
(δK − δU − δV)dt
0 =
∫ t2
t1
∫ l
0
[
δu˙(m0u˙−m1w˙b
′ −mf w˙s
′) + δw˙b[m0(w˙b + w˙s) +mgw˙z] + δw˙b
′(−m1u˙+m2w˙b
′ +mfzw˙s
′)
+ δw˙s[m0(w˙b + w˙s) +mgw˙z] + δw˙s
′(−mf u˙+mfzw˙b
′ +mf2w˙s
′) + δw˙z[mg(w˙b + w˙s) +mg2w˙z]
+ P0
[
δw′b(w
′
b +w
′
s) + δw
′
s(w
′
b +w
′
s)
]
−Nxδu
′ +M bxδw
′′
b +M
s
xδw
′′
s −Qxzδw
′
s −Rzδwz
]
dxdt (14)
2.5. Governing Equations of Motion
By integrating Eq. (14) by parts and collecting the coefficients of δu, δwb, δws and δwz, the
governing equations of motion can be obtained:
N ′x = m0u¨−m1w¨b
′ −mf w¨s
′ (15a)
M bx
′′
− P0(w
′′
b + w
′′
s ) = m0(w¨b + w¨s) +m1u¨
′ −m2w¨b
′′ −mfzw¨s
′′ +mgw¨z (15b)
M sx
′′ +Q′xz − P0(w
′′
b + w
′′
s ) = m0(w¨b + w¨s) +mf u¨
′ −mfzw¨b
′′ −mf2w¨s
′′ +mgw¨z (15c)
Q′xz −Rz = mg(w¨b + w¨s) +mg2w¨z (15d)
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By substituting Eqs. (4) and (8) into Eq. (10), the stress resultants can be expressed in term of
displacements: 

Nx
M bx
M sx
Rz
Qxz


=


A B Bs X 0
D Ds Y 0
H Ys 0
Z 0
sym. As




u′
−w′′b
−w′′s
wz
w′s + w
′
z


(16)
where
(A,B,Bs,D,Ds,H,Z) =
∫ h/2
−h/2
C¯∗11(1, z, f, z
2, fz, f2, g′2)bdz (17a)
As =
∫ h/2
−h/2
C55g
2bdz (17b)
(X,Y, Ys) =
∫ h/2
−h/2
C¯∗13g
′(1, z, f)bdz (17c)
By substituting Eq. (16) into Eq. (15), the governing equations of motion can be expressed in
term of displacements:
Au′′ −Bw′′′b −Bsw
′′′
s +Xw
′
z = m0u¨−m1w¨b
′ −mf w¨s
′ (18a)
Bu′′′ −Dwivb −Dsw
iv
s + Y w
′′
z − P0(w
′′
b + w
′′
s ) = m1u¨
′ +m0(w¨b + w¨s)−m2w¨b
′′
− mfzw¨s
′′ +mgw¨z (18b)
Bsu
′′′ −Dsw
iv
b −Hw
iv
s +Asw
′′
s + (As + Ys)w
′′
z − P0(w
′′
b + w
′′
s ) = mf u¨
′ +m0(w¨b + w¨s)−mfzw¨b
′′
− mf2w¨s
′′ +mgw¨z (18c)
−Xu′ + Y w′′b + (As + Ys)w
′′
s +Asw
′′
z − Zwz = mg(w¨b + w¨s) +mg2w¨z (18d)
3. Finite Element Formulation
A two-noded C1 beam element with six degree-of-freedom per node is developed. Linear polynomial
Ψj is used for u and wz and Hermite-cubic polynomial ψj is used for wb and ws. The generalized
displacements within an element are expressed as:
u =
2∑
j=1
ujΨj (19a)
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wb =
4∑
j=1
wbjψj (19b)
ws =
4∑
j=1
wsjψj (19c)
wz =
2∑
j=1
wzjΨj (19d)
By substituting Eq. (19) into Eq. (14), the finite element model of a typical element can be
expressed:
([K]− P0[G]− ω
2[M ]){∆} = {0} (20)
where the explicit forms of element stiffness matrix [K], geometric stiffness [G] and mass matrix [M ]
are given by:
K11ij =
∫ l
0
AΨ′iΨ
′
jdx (21a)
K12ij = −
∫ l
0
BΨ′iψ
′′
j dx (21b)
K13ij = −
∫ l
0
BsΨ
′
iψ
′′
j dx (21c)
K14ij =
∫ l
0
XΨ′iΨjdx (21d)
K22ij =
∫ l
0
Dψ′′i ψ
′′
j dx (21e)
K23ij =
∫ l
0
Dsψ
′′
i ψ
′′
j dx (21f)
K24ij = −
∫ l
0
Y ψ′′i Ψjdx (21g)
K33ij =
∫ l
0
(Hψ′′i ψ
′′
j +Asψ
′
iψ
′
j)dx (21h)
K34ij =
∫ l
0
(−Ysψ
′′
i Ψj +Asψ
′
iΨ
′
j)dx (21i)
K44ij =
∫ l
0
(ZΨiΨj +AsΨ
′
iΨ
′
j)dx (21j)
G22ij =
∫ l
0
ψ′iψ
′
jdx (21k)
G23ij =
∫ l
0
ψ′iψ
′
jdx (21l)
G33ij =
∫ l
0
ψ′iψ
′
jdx (21m)
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M11ij =
∫ l
0
m0ΨiΨjdx (21n)
M12ij = −
∫ l
0
m1Ψiψ
′
jdx (21o)
M13ij = −
∫ l
0
mfΨiψ
′
jdx (21p)
M22ij =
∫ l
0
(m0ψiψj +m2ψ
′
iψ
′
j)dx (21q)
M23ij =
∫ l
0
(m0ψiψj +mfzψ
′
iψ
′
j)dx (21r)
M24ij =
∫ l
0
mgψiΨjdx (21s)
M33ij =
∫ l
0
(m0ψiψj +mf2ψ
′
iψ
′
j)dx (21t)
M34ij =
∫ l
0
mgψiΨjdx (21u)
M44ij =
∫ l
0
mg2ΨiΨjdx (21v)
In Eq. (20), {∆} is the eigenvector of nodal displacements corresponding to an eigenvalue:
{∆} = {u wb ws wz}
T (22)
4. Numerical Examples
In this section, FG sandwich beams with various configurations are analysed and compared results
with the available solutions to verify the accuracy of the proposed theory and investigate the thickness
stretching effect on their vibration and buckling response. Unless mentioned otherwise, FG sandwich
beams with slenderness ratio L/h = 5 and 20, whose material properties are: Aluminum as metal
(Al: Em = 70GPa, νm = 0.3, ρm = 2702kg/m
3) and Alumina as ceramic (Al2O3: Ec = 380GPa, νc =
0.3, ρc = 3960kg/m
3), are considered. The following non-dimensional parameters are used:
ω =
ωL2
h
√
ρm
Em
(23a)
P cr = Pcr
12L2
Emh3
(23b)
4.1. FG beams
As the first example, the results of FG beams computed by the present theory are compared with
those obtained using the first-order beam theory (FOBT) of Li and Batra [20] and Nguyen et al. [21]
and the higher-order beam theory (HOBT) of Vo et al. [3], Simsek [22] and Thai and Vo [23]. It
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should be noted that Li and Batra [20] used νm = νc= 0.23. Comparisons are given in Tables 1 and
2 for FG beams with various configurations. A good agreement between present results and previous
solutions can be observed. It can be seen that the results from FOBT and HOBT due to ignoring
the thickness stretching effect (ǫz = 0) are slightly underestimate when comparing with those from
the present theory (quasi-3D, ǫz 6= 0). This effect is more pronounced on thick beams (L/h = 5) and
is a little greater for clamped-clamped (C-C) beams as compared with simply-supported (S-S) and
clamped-free (C-F) ones.
4.2. FG sandwich beams
In order to demonstrate the validity of the present model further, a cantilever sandwich beam
with L=200 mm and cross-section 20 mm×20 mm is considered. The core with the thickness tc = 14
mm is made of Aluminum and Zirconia (Al/ZrO2) and faces with the thickness tf = 3 mm are made
of Steel (Fe), whose material properties are: Al (Em = 70GPa, νm = 0.3, ρm = 2700kg/m
3) and ZrO2
(Ec = 151GPa, νc = 0.3, ρc = 5700kg/m
3) and Fe (Ef = 210GPa, νf = 0.3, ρf = 7860kg/m
3). The first
five natural frequencies are given in Table 3 along with results of Bui et al. [2] using 3D finite element
model (ANSYS) and meshfree method as well as of Mashat et al. [17] using the Carrera Unified
Formulation (TE8zz and E4-42). It can be seen that the solutions obtained from the proposed theory
are in excellent agreement with those obtained from previous results, especially with CUF model,
which included the stretching effect.
In the next example, Tables 4-11 give the results of sandwich beams of Type A with different
skin-core-skin thickness ratios and (1-8-1) sandwich beams of Type B and compare with those using
HOBT [3]. It is clear that for Type A they decrease with the increase of k and decrease of skin-core-
skin thickness ratio. It can be seen again that the results with the thickness stretching effect (ǫz 6= 0)
are higher than those without it (ǫz = 0). As the span-to-height ratio increases, these differences
decrease, which can be predicted since the thick beams sketch more in thickness direction. Moreover,
Type B beams are slightly more sensitive than Type A even for L/h = 20, especially for buckling
results (Table 11). The buckling mode shapes of sandwich beams of Type B with various power-law
indexes (k = 0, 1 and 10) using HOBT and present theory are illustrated in Fig. 2. Due to coupling
from thickness stretching effect, they are slightly different. For HOBT, when the beam is buckling
exhibits triply coupled mode (u, wb and ws), whereas, for quasi-3D theory, it displays fourfold coupled
mode (u, wb, ws and wz). Fig. 3 plots the natural frequencies and critical buckling loads versus
slenderness ratio of (1-0-1) and (1-8-1) sandwich beams of Type A. Due to core layer, the effect of
k on (1-8-1) sandwich beams is smaller than that of (1-0-1) ones. As expected, the bottom and top
curves correspond to metal beams and ceramic ones.
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Finally, the first fourth natural frequencies of (2-1-1) sandwich beams of Type A and B are given in
Tables 12 and 13. As expected, the results from HOBT are smaller than those from the present theory.
In Figs. 4 and 5, the first four vibration modes of sandwich beams with k = 1 is presented. It can be
seen that all vibration mode shapes show fourfold coupled mode (axial-shear-flexural-sketching) for
present theory and triply coupled (axial-shear-flexural) mode for HOBT. It is from this fourfold coupled
mode that highlights the effect of thickness stretching on the vibration and buckling of sandwich
beams. This mode is never seen in the HOBT [3] because the thickness stretching effect is not present.
It confirms again that this effect is important and should be considered in analysis of thick and
moderately thick sandwich beams.
5. Conclusions
A finite element model based on a quasi-3D theory is presented to study the free vibration and
buckling analyses of FG sandwich beams. Sandwich beams with FG skins-homogeneous core and
homogeneous skins-FG core are considered. This model can predict accurately the natural frequen-
cies and critical buckling loads as well as corresponding mode shapes of sandwich beams for various
configuration. Fourfold coupled (axial-shear-flexural-stretching) vibration and buckling mode is ob-
served. The thickness stretching effect is important and should be considered in analysis of thick and
moderately thick sandwich beams.
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Figure 1: Geometry and coordinate of a FG sandwich beam.
Figure 2: Buckling mode shapes of (1-8-1) clamped- clamped FG sandwich beam (Type B, L/h=5).
Figure 3: Fundamental natural frequencies and critical buckling loads of (1-0-1) and (1-8-1) simply-supported FG
sandwich beams (Type A).
Figure 4: Vibration mode shapes of (2-1-1) simply-supported FG sandwich beam (Type A, k=1, L/h=5).
Figure 5: Vibration mode shapes of (2-1-1) clamped-clamped FG sandwich beam (Type B, k=1, L/h=5).
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Table 1: The fundamental natural frequencies of FG beams.
Table 2: The critical buckling loads of FG beams.
Table 3: The first five natural frequencies of a cantilever sandwich beam with a FG core and isotropic faces (k=1).
Table 4: The fundamental natural frequencies of FG sandwich S-S beams (Type A).
Table 5: The fundamental natural frequencies of FG sandwich C-C beams (Type A).
Table 6: The fundamental natural frequencies of FG sandwich C-F beams (Type A).
Table 7: The critical buckling loads of FG sandwich S-S beams (Type A).
Table 8: The critical buckling loads of FG sandwich C-C beams (Type A).
Table 9: The critical buckling loads of FG sandwich C-F beams (Type A).
Table 10: The fundamental natural frequencies of FG beams (Type B).
Table 11: The critical buckling loads of 1-8-1 FG beams (Type B).
Table 12: The first four natural frequencies of (2-1-1) FG sandwich beams (Type A, L/h = 5).
Table 13: The first four natural frequencies of (2-1-1) FG sandwich beams (Type B, L/h = 5).
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Table 1: The fundamental natural frequencies of FG beams. 
BC Reference k = 0  k = 0.5  k = 1  k = 2  k = 5  k = 10  
L/h=5        
C-C Simsek [22] (HOBT) 10.0705 8.7467 7.9503 7.1767 6.4935 6.1652 
Vo et al. [3] (HOBT) 10.0678 8.7457 7.9522 7.1801 6.4961 6.1662 
Present (Quasi-3D) 10.1851 8.8641 8.0770 7.3039 6.5960 6.2475 
S-S Simsek [22] (HOBT) 5.1527 4.4111 3.9904 3.6264 3.4012 3.2816 
Thai & Vo [23] (HOBT) 5.1527 4.4107 3.9904 3.6264 3.4012 3.2816 
Vo et al. [3] (HOBT) 5.1528 4.4019 3.9716 3.5979 3.3743 3.2653 
Present (Quasi-3D) 5.1618 4.4240 4.0079 3.6442 3.4133 3.2903 
C-F Simsek [22] (HOBT) 1.8952 1.6182 1.4633 1.3325 1.2592 1.2183 
Vo et al. [3] (HOBT) 1.8952 1.6180 1.4633 1.3326 1.2592 1.2184 
Present (Quasi-3D) 1.9055 1.6313 1.4804 1.3524 1.2763 1.2308 
L/h=20        
C-C Simsek [22] (HOBT) 12.2238 10.4287 9.4316 8.5975 8.1446 7.8858 
Vo et al. [3] (HOBT) 12.2228 10.4279 9.4328 8.5994 8.1460 7.8862 
Present (Quasi-3D) 12.2660 10.4948 9.5277 8.7142 8.2445 7.9543 
S-S Simsek [22] (HOBT) 5.4603 4.6516 4.2050 3.8361 3.6485 3.5390 
Thai & Vo [23] (HOBT) 5.4603 4.6511 4.2051 3.8361 3.6485 3.5390 
Vo et al. [3] (HOBT) 5.4603 4.6506 4.2039 3.8343 3.6466 3.5379 
Present (Quasi-3D) 5.4610 4.6659 4.2347 3.8765 3.6824 3.5590 
C-F Simsek [22] (HOBT) 1.9495 1.6605 1.5011 1.3696 1.3033 1.2645 
Vo et al. [3] (HOBT) 1.9496 1.6603 1.5011 1.3696 1.3034 1.2645 
Present (Quasi-3D) 1.9527 1.6681 1.5139 1.3862 1.3176 1.2736 
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Table 2: The critical buckling loads of FG beams. 
BC Reference k = 0  k = 0.5  k = 1  k = 2  k = 5  k = 10  
L/h=5        
C-C Li & Batra [20] (FOBT) 154.3500 103.2200 80.4980 62.6140 50.3840 44.2670 
Vo et al. [3] (HOBT) 154.5500 103.7490 80.6087 61.7925 47.7562 41.8042 
Present (Quasi-3D) 160.1070 107.6550 83.6958 64.1227 49.3856 43.1579 
S-S Nguyen et al. [21] (FOBT) 48.8350 31.9610 24.6870 19.2450 16.0240 14.4270 
Vo et al. [3] (HOBT) 48.8401 32.0094 24.6911 19.1605 15.7400 14.1468 
Present (Quasi-3D) 49.5901 32.5867 25.2116 19.6124 16.0842 14.4116 
C-F Li & Batra [20] (FOBT) 13.2130 8.5782 6.6002 5.1495 4.3445 3.9501 
Vo et al. [3] (HOBT) 13.0771 8.5020 6.5428 5.0979 4.2776 3.8821 
Present (Quasi-3D) 13.0993 8.5469 6.6067 5.1680 4.3290 3.9121 
L/h=10        
C-C Li & Batra [20] (FOBT) 195.3400 127.8700 98.7490 76.9800 64.0960 57.7080 
Vo et al. [3] (HOBT) 195.3610 128.0500 98.7868 76.6677 62.9786 56.5971 
Present (Quasi-3D) 198.7060 130.5760 101.0200 78.5783 64.4350 57.7339 
S-S Nguyen et al. [21] (FOBT) 52.3080 33.9890 26.1710 20.4160 17.1940 15.6120 
Vo et al. [3] (HOBT) 52.3082 34.0087 26.1727 20.3936 17.1118 15.5291 
Present (Quasi-3D) 52.5361 34.2724 26.4869 20.7164 17.3580 15.6895 
C-F Li & Batra [20] (FOBT) 13.2130 8.5666 6.6570 5.1944 4.3903 3.9969 
Vo et al. [3] (HOBT) 13.3137 8.6370 6.6425 5.1814 8.1791 3.9794 
Present (Quasi-3D) 13.3406 8.6855 6.7098 5.2551 4.4287 4.0130 
L/h=20        
C-C Vo et al. [3] (HOBT) 209.2330 136.0490 104.7160 81.6035 68.4689 62.1282 
Present (Quasi-3D) 210.4890 137.3160 106.1200 82.9975 69.5392 62.8546 
S-S Vo et al. [3] (HOBT) 53.2546 34.5488 26.5718 20.7275 17.4935 15.9185 
Present (Quasi-3D) 53.3075 34.7084 26.8174 21.0066 17.7048 16.0416 
C-F Vo et al. [3] (HOBT) 13.3742 8.6714 6.6680 5.2027 4.3976 4.0046 
Present (Quasi-3D) 13.3896 8.7130 6.7307 5.2736 4.4512 4.0359 
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Table 3: The first five natural frequencies of a cantilever sandwich beam with a FG core and 
isotropic faces (k=1). 
Mode Bui et al. [2]  Mashat et al. [17] Present 
ANSYS Meshfree  TE8zz E4-42 
1 459.50 459.40  461.60 461.90 460.36 
2 2708.70 2708.70  2720.00 2724.30 2721.55 
3 6440.80 6440.70  6455.10 6455.10 6743.00 
4 6991.40 6995.80  7016.70 7035.90 7046.27 
5 12446.00 12446.40  12483.00 12531.70 12582.60 
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Table 4: The fundamental natural frequencies of FG sandwich S-S beams (Type A). 
k  Theory 1-0-1 2-1-2 2-1-1 1-1-1 2-2-1 1-2-1 1-8-1 
L/h=5          
0  Vo et al. [3] (HOBT) 5.1528 5.1528 5.1528 5.1528 5.1528 5.1528 5.1528 
 Present (Quasi-3D) 5.1618 5.1618 5.1618 5.1618 5.1618 5.1618 5.1618 
0.5  Vo et al. [3] (HOBT) 4.1268 4.2351 4.2945 4.3303 4.4051 4.4798 4.8422 
 Present (Quasi-3D) 4.1344 4.2429 4.3041 4.3383 4.4146 4.4881 4.8511 
1  Vo et al. [3] (HOBT) 3.5735 3.7298 3.8187 3.8755 3.9896 4.1105 4.6795 
 Present (Quasi-3D) 3.5803 3.7369 3.8301 3.8830 4.0005 4.1185 4.6884 
2  Vo et al. [3] (HOBT) 3.0680 3.2365 3.3514 3.4190 3.5692 3.7334 4.5142 
 Present (Quasi-3D) 3.0737 3.2427 3.3656 3.4257 3.5825 3.7410 4.5231 
5  Vo et al. [3] (HOBT) 2.7446 2.8439 2.9746 3.0181 3.1928 3.3771 4.3501 
 Present (Quasi-3D) 2.7493 2.8489 2.9912 3.0238 3.2087 3.3840 4.3589 
10  Vo et al. [3] (HOBT) 2.6932 2.7355 2.8669 2.8808 3.0588 3.2356 4.2776 
 Present (Quasi-3D) 2.6978 2.7400 2.8839 2.8860 3.0757 3.2422 4.2864 
L/h=20          
0  Vo et al. [3] (HOBT) 5.4603 5.4603 5.4603 5.4603 5.4603 5.4603 5.4603 
 Present (Quasi-3D) 5.4610 5.4610 5.4610 5.4610 5.4610 5.4610 5.4610 
0.5  Vo et al. [3] (HOBT) 4.3148 4.4290 4.4970 4.5324 4.6170 4.6979 5.1067 
 Present (Quasi-3D) 4.3153 4.4296 4.4992 4.5330 4.6190 4.6985 5.1073 
1  Vo et al. [3] (HOBT) 3.7147 3.8768 3.9774 4.0328 4.1602 4.2889 4.9233 
 Present (Quasi-3D) 3.7152 3.8773 3.9822 4.0333 4.1641 4.2895 4.9239 
2  Vo et al. [3] (HOBT) 3.1764 3.3465 3.4754 3.5389 3.7049 3.8769 4.7382 
 Present (Quasi-3D) 3.1768 3.3469 3.4838 3.5394 3.7118 3.8774 4.7388 
5  Vo et al. [3] (HOBT) 2.8439 2.9310 3.0773 3.1111 3.3028 3.4921 4.5554 
 Present (Quasi-3D) 2.8443 2.9314 3.0891 3.1115 3.3133 3.4926 4.5560 
10  Vo et al. [3] (HOBT) 2.8041 2.8188 2.9662 2.9662 3.1613 3.3406 4.4749 
 Present (Quasi-3D) 2.8045 2.8191 2.9786 2.9665 3.1732 3.3411 4.4755 
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Table 5: The fundamental natural frequencies of FG sandwich C-C beams (Type A). 
k Theory  1-0-1 2-1-2 2-1-1 1-1-1 2-2-1 1-2-1 1-8-1 
L/h=5          
0 Vo et al. [3] (HOBT)  10.0678 10.0678 10.0678 10.0678 10.0678 10.0678 10.0678 
Present (Quasi-3D)  10.1851 10.1851 10.1851 10.1851 10.1851 10.1851 10.1851 
0.5 Vo et al. [3] (HOBT)  8.3600 8.5720 8.6673 8.7423 8.8648 8.9942 9.5731 
Present (Quasi-3D)  8.4635 8.6780 8.7755 8.8498 8.9743 9.1036 9.6857 
1 Vo et al. [3] (HOBT)  7.3661 7.6865 7.8390 7.9580 8.1554 8.3705 9.3076 
Present (Quasi-3D)  7.4611 7.7854 7.9431 8.0595 8.2615 8.4752 9.4174 
2 Vo et al. [3] (HOBT)  6.4095 6.7826 6.9908 7.1373 7.4105 7.7114 9.0343 
Present (Quasi-3D)  6.4952 6.8740 7.0920 7.2328 7.5143 7.8114 9.1415 
5 Vo et al. [3] (HOBT)  5.7264 6.0293 6.2737 6.3889 6.7188 7.0691 8.7605 
Present (Quasi-3D)  5.8016 6.1124 6.3718 6.4780 6.8210 7.1652 8.8653 
10 Vo et al. [3] (HOBT)  5.5375 5.8059 6.0527 6.1240 6.4641 6.8087 8.6391 
Present (Quasi-3D)  5.6074 5.8848 6.1485 6.2099 6.5654 6.9030 8.7430 
L/h=20          
0 Vo et al. [3] (HOBT)  12.2228 12.2228 12.2228 12.2228 12.2228 12.2228 12.2228 
Present (Quasi-3D)  12.2660 12.2660 12.2660 12.2660 12.2660 12.2660 12.2660 
0.5 Vo et al. [3] (HOBT)  9.6942 9.9501 10.1001 10.1800 10.3668 10.5460 11.4459 
Present (Quasi-3D)  9.7297 9.9865 10.1403 10.2172 10.4072 10.5842 11.4867 
1 Vo et al. [3] (HOBT)  8.3594 8.7241 8.9474 9.0722 9.3550 9.6411 11.0421 
Present (Quasi-3D)  8.3908 8.7569 8.9893 9.1061 9.3964 9.6768 11.0815 
2 Vo et al. [3] (HOBT)  7.1563 7.5417 7.8293 7.9727 8.3430 8.7262 10.6336 
Present (Quasi-3D)  7.1839 7.5711 7.8753 8.0035 8.3877 8.7593 10.6719 
5 Vo et al. [3] (HOBT)  6.4064 6.6116 6.9389 7.0170 7.4461 7.8692 10.2298 
Present (Quasi-3D)  6.4308 6.6379 6.9891 7.0451 7.4955 7.9000 10.2669 
10 Vo et al. [3] (HOBT)  6.3086 6.3590 6.6889 6.6924 7.1296 7.5311 10.0519 
Present (Quasi-3D)  6.3319 6.3841 6.7395 6.7194 7.1809 7.5609 10.0884 
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Table 6: The fundamental natural frequencies of FG sandwich C-F beams (Type A). 
k Theory  1-0-1 2-1-2 2-1-1 1-1-1 2-2-1 1-2-1 1-8-1 
L/h=5          
0 Vo et al. [3] (HOBT)  1.8952 1.8952 1.8952 1.8952 1.8952 1.8952 1.8952 
Present (Quasi-3D)  1.9055 1.9055 1.9055 1.9055 1.9055 1.9055 1.9055 
0.5 Vo et al. [3] (HOBT)  1.5069 1.5466 1.5696 1.5821 1.6108 1.6384 1.7764 
Present (Quasi-3D)  1.5152 1.5551 1.5787 1.5908 1.6200 1.6474 1.7859 
1 Vo et al. [3] (HOBT)  1.3007 1.3575 1.3918 1.4115 1.4549 1.4992 1.7145 
Present (Quasi-3D)  1.3081 1.3652 1.4008 1.4193 1.4640 1.5075 1.7235 
2 Vo et al. [3] (HOBT)  1.1143 1.1746 1.2188 1.2416 1.2986 1.3582 1.6518 
Present (Quasi-3D)  1.1208 1.1815 1.2282 1.2488 1.3079 1.3658 1.6605 
5 Vo et al. [3] (HOBT)  0.9973 1.0303 1.0806 1.0935 1.1597 1.2257 1.5897 
Present (Quasi-3D)  1.0030 1.0365 1.0904 1.1002 1.1695 1.2329 1.5981 
10 Vo et al. [3] (HOBT)  0.9812 0.9909 1.0416 1.0431 1.1106 1.1734 1.5624 
Present (Quasi-3D)  0.9867 0.9969 1.0514 1.0495 1.1206 1.1804 1.5706 
L/h=20          
0 Vo et al. [3] (HOBT)  1.9496 1.9496 1.9496 1.9496 1.9496 1.9496 1.9496 
Present (Quasi-3D)  1.9527 1.9527 1.9527 1.9527 1.9527 1.9527 1.9527 
0.5 Vo et al. [3] (HOBT)  1.5397 1.5805 1.6048 1.6175 1.6477 1.6766 1.8229 
Present (Quasi-3D)  1.5423 1.5831 1.6081 1.6201 1.6509 1.6794 1.8259 
1 Vo et al. [3] (HOBT)  1.3253 1.3831 1.4191 1.4388 1.4844 1.5304 1.7573 
Present (Quasi-3D)  1.3275 1.3855 1.4230 1.4413 1.4881 1.5329 1.7602 
2 Vo et al. [3] (HOBT)  1.1330 1.1937 1.2398 1.2623 1.3217 1.3831 1.6911 
Present (Quasi-3D)  1.1351 1.1958 1.2447 1.2646 1.3262 1.3855 1.6938 
5 Vo et al. [3] (HOBT)  1.0145 1.0453 1.0977 1.1096 1.1781 1.2456 1.6257 
Present (Quasi-3D)  1.0163 1.0473 1.1036 1.1116 1.1837 1.2478 1.6284 
10 Vo et al. [3] (HOBT)  1.0005 1.0053 1.0581 1.0578 1.1276 1.1915 1.5969 
Present (Quasi-3D)  1.0022 1.0072 1.0641 1.0598 1.1336 1.1937 1.5995 
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Table 7: The critical buckling loads of FG sandwich S-S beams (Type A). 
k Theory  1-0-1 2-1-2 2-1-1 1-1-1 2-2-1 1-2-1 1-8-1 
L/h=5          
0 Vo et al. [3] (HOBT)  48.5959 48.5959 48.5959 48.5959 48.5959 48.5959 48.5959 
Present (Quasi-3D)  49.5906 49.5906 49.5906 49.5906 49.5906 49.5906 49.5906 
0.5 Vo et al. [3] (HOBT)  27.8574 30.0301 31.0728 31.8784 33.2536 34.7653 41.9897 
Present (Quasi-3D)  28.4624 30.6825 31.7627 32.5699 33.9858 35.5156 42.8751 
1 Vo et al. [3] (HOBT)  19.6525 22.2108 23.5246 24.5596 26.3611 28.4447 38.7838 
Present (Quasi-3D)  20.7425 22.7065 24.0838 25.1075 26.9764 29.0755 39.6144 
2 Vo et al. [3] (HOBT)  13.5801 15.9152 17.3249 18.3587 20.3750 22.7863 35.6914 
Present (Quasi-3D)  13.8839 16.2761 17.7742 18.7772 20.8879 23.3042 36.4677 
5 Vo et al. [3] (HOBT)  10.1460 11.6676 13.0270 13.7212 15.7307 18.0914 32.7725 
Present (Quasi-3D)  10.3673 11.9301 13.3924 14.0353 16.1605 18.5092 33.4958 
10 Vo et al. [3] (HOBT)  9.4515 10.5348 11.8370 12.2605 14.1995 16.3783 31.5265 
Present (Quasi-3D)  9.6535 10.7689 12.1737 12.5393 14.5994 16.7574 32.2264 
L/h=20          
0 Vo et al. [3] (HOBT)  53.2364 53.2364 53.2364 53.2364 53.2364 53.2364 53.2364 
Present (Quasi-3D)  53.3145 53.3145 53.3145 53.3145 53.3145 53.3145 53.3145 
0.5 Vo et al. [3] (HOBT)  29.7175 32.2629 33.2376 34.0862 35.6405 37.3159 45.5742 
Present (Quasi-3D)  29.7626 32.1022 33.3127 34.1380 35.7149 41.8227 45.6424 
1 Vo et al. [3] (HOBT)  20.7212 23.4211 24.8796 25.9588 27.9540 30.2307 41.9004 
Present (Quasi-3D)  20.7530 23.4572 24.9697 25.9989 28.0412 30.2774 41.9639 
2 Vo et al. [3] (HOBT)  14.1973 16.6050 18.1404 19.3116 21.3927 23.9900 38.3831 
Present (Quasi-3D)  14.2190 16.6307 18.2493 19.2299 21.4986 24.0276 38.4419 
5 Vo et al. [3] (HOBT)  10.6171 12.0883 13.5523 14.2284 16.3834 18.8874 35.0856 
Present (Quasi-3D)  10.6330 12.1068 13.6717 14.2505 16.5069 18.9172 35.1400 
10 Vo et al. [3] (HOBT)  9.9847 10.9075 12.3084 12.6819 14.7525 17.0443 33.6843 
Present (Quasi-3D)  9.9995 10.9239 12.4256 12.7014 14.8807 17.0712 33.7367 
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Table 8: The critical buckling loads of FG sandwich C-C beams (Type A). 
k Theory  1-0-1 2-1-2 2-1-1 1-1-1 2-2-1 1-2-1 1-8-1 
L/h=5          
0 Vo et al. [3] (HOBT)  152.1470 152.1470 152.1470 152.1470 152.1470 152.1470 152.1470 
Present (Quasi-3D)  160.2780 160.2780 160.2780 160.2780 160.2780 160.2780 160.2780 
0.5 Vo et al. [3] (HOBT)  92.8833 99.9860 102.9120 105.6790 109.6030 114.1710 134.2870 
Present (Quasi-3D)  98.4559 105.9750 109.0360 111.9680 116.0700 120.8630 141.7880 
1 Vo et al. [3] (HOBT)  67.4983 76.2634 80.1670 83.8177 89.2208 95.7287 125.3860 
Present (Quasi-3D)  71.7654 81.0936 85.2092 89.0834 94.7675 101.6130 132.5510 
2 Vo et al. [3] (HOBT)  47.7010 56.2057 60.6056 64.4229 70.7563 78.5608 116.6580 
Present (Quasi-3D)  50.8183 59.9354 64.6133 68.6743 75.3818 83.6159 123.4770 
5 Vo et al. [3] (HOBT)  35.5493 42.0033 46.3743 49.2763 55.8271 63.7824 108.2970 
Present (Quasi-3D)  37.8295 44.8488 49.5325 52.6395 59.6248 68.0510 114.7700 
10 Vo et al. [3] (HOBT)  32.3019 37.9944 42.1935 44.3374 50.7315 58.2461 104.6920 
Present (Quasi-3D)  34.2824 40.5544 45.0660 47.3804 54.2193 62.1959 111.0120 
L/h=20          
0 Vo et al. [3] (HOBT)  208.9510 208.9510 208.9510 208.9510 208.9510 208.9510 208.9510 
Present (Quasi-3D)  210.7420 210.7420 210.7420 210.7420 210.7420 210.7420 210.7420 
0.5 Vo et al. [3] (HOBT)  117.3030 126.5080 131.1240 134.4810 140.5450 147.1040 179.2350 
Present (Quasi-3D)  118.3530 127.6410 132.3830 135.6840 141.8690 148.4130 180.8010 
1 Vo et al. [3] (HOBT)  81.9927 92.6741 98.3880 102.6650 110.4830 119.4220 164.9490 
Present (Quasi-3D)  82.7434 93.5248 99.4730 103.6060 111.6480 120.5090 166.4060 
2 Vo et al. [3] (HOBT)  56.2773 65.8489 71.8900 76.1020 84.7291 94.9563 151.2500 
Present (Quasi-3D)  56.7986 66.4664 72.8506 76.8166 85.7783 95.8403 152.6000 
5 Vo et al. [3] (HOBT)  42.0775 48.0070 53.7820 56.4958 65.0007 74.8903 138.3880 
Present (Quasi-3D)  42.4596 48.4588 54.6418 57.0343 65.9671 75.6019 139.6370 
10 Vo et al. [3] (HOBT)  39.4930 43.3233 48.8510 50.3811 58.5607 67.6270 132.9170 
Present (Quasi-3D)  39.8436 43.7273 49.6622 50.8611 59.4944 68.2737 134.1220 
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Table 9: The critical buckling loads of FG sandwich C-F beams (Type A). 
k Theory  1-0-1 2-1-2 2-1-1 1-1-1 2-2-1 1-2-1 1-8-1 
L/h=5          
0 Vo et al. [3] (HOBT)  13.0594 13.0594 13.0594 13.0594 13.0594 13.0594 13.0594 
Present (Quasi-3D)  13.1224 13.1224 13.1224 13.1224 13.1224 13.1224 13.1224 
0.5 Vo et al. [3] (HOBT)  7.3314 7.9068 8.1951 8.4051 8.7839 9.1940 11.2021 
Present (Quasi-3D)  7.3700 7.9482 8.2431 8.4486 8.8334 9.2404 11.2557 
1 Vo et al. [3] (HOBT)  5.1245 5.7921 6.1490 6.4166 6.9050 7.4639 10.3093 
Present (Quasi-3D)  5.1533 5.8244 6.1944 6.4516 6.9518 7.5028 10.3581 
2 Vo et al. [3] (HOBT)  3.5173 4.1156 4.4927 4.7564 5.2952 5.9348 9.4531 
Present (Quasi-3D)  3.5387 4.1408 4.5376 4.7847 5.3419 5.9674 9.4974 
5 Vo et al. [3] (HOBT)  2.6298 3.0004 3.3609 3.5310 4.0620 4.6806 8.6493 
Present (Quasi-3D)  2.6458 3.0203 3.4046 3.5542 4.1095 4.7088 8.6897 
10 Vo et al. [3] (HOBT)  2.4683 2.7077 3.0527 3.1488 3.6595 4.2267 8.3073 
Present (Quasi-3D)  2.4823 2.7257 3.0946 3.1702 3.7068 4.2533 8.3463 
L/h=20          
0 Vo et al. [3] (HOBT)  13.3730 13.3730 13.3730 13.3730 13.3730 13.3730 13.3730 
 Present (Quasi-3D)  13.3981 13.3981 13.3981 13.3981 13.3981 13.3981 13.3981 
0.5 Vo et al. [3] (HOBT)  7.4543 8.0405 8.3385 8.5512 8.9422 9.3634 11.4424 
 Present (Quasi-3D)  7.4689 8.0563 8.3609 8.5679 8.9647 9.3815 11.4642 
1 Vo et al. [3] (HOBT)  5.1944 5.8713 6.2378 6.5083 7.0096 7.5815 10.5174 
 Present (Quasi-3D)  5.2050 5.8832 6.2633 6.5214 7.0346 7.5965 10.5375 
2 Vo et al. [3] (HOBT)  3.5574 4.1603 4.5457 4.8110 5.3615 6.0134 9.6321 
 Present (Quasi-3D)  3.5648 4.1690 4.5753 4.8211 5.3906 6.0257 9.6507 
5 Vo et al. [3] (HOBT)  2.6605 3.0275 3.3948 3.5637 4.1043 4.7323 8.8025 
 Present (Quasi-3D)  2.6659 3.0341 3.4266 3.5714 4.1373 4.7423 8.8196 
10 Vo et al. [3] (HOBT)  2.5032 2.7317 3.0832 3.1759 3.6952 4.2698 8.4500 
 Present (Quasi-3D)  2.5082 2.7376 3.1142 3.1829 3.7293 4.2789 8.4666 
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Table 10: The fundamental natural frequencies of (1-8-1) FG sandwich beams (Type B). 
BC Reference k = 0  k = 0.5  k = 1  k = 2  k = 5  k = 10  
L/h=5        
C-C Present (HOBT) 9.3088 8.3073 7.7343 7.1818 6.6832 6.4634 
Present (Quasi-3D) 9.4258 8.4380 7.8723 7.3193 6.8019 6.5661 
S-S Present (HOBT) 4.6694 4.1201 3.8243 3.5777 3.4474 3.4204 
Present (Quasi-3D) 4.6829 4.1538 3.8708 3.6331 3.5011 3.4671 
C-F Present (HOBT) 1.7116 1.5138 1.4101 1.3272 1.2907 1.2856 
Present (Quasi-3D) 1.7223 1.5303 1.4302 1.3497 1.3124 1.3050 
L/h=20        
C-C Present (HOBT) 11.0234 9.7510 9.0879 8.5646 8.3521 8.3323 
Present (Quasi-3D) 11.0730 9.8405 9.2030 8.6978 8.4814 8.4466 
S-S Present (HOBT) 4.9141 4.3424 4.0462 3.8166 3.7363 3.7387 
Present (Quasi-3D) 4.9196 4.3697 4.0874 3.8679 3.7871 3.7825 
C-F Present (HOBT) 1.7541 1.5502 1.4448 1.3634 1.3357 1.3370 
Present (Quasi-3D) 1.7586 1.5620 1.4612 1.3831 1.3551 1.3541 
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Table 11: The critical buckling loads of (1-8-1) FG sandwich beams (Type B). 
BC Reference k = 0  k = 0.5  k = 1  k = 2  k = 5  k = 10  
L/h=5        
C-C Present (HOBT) 125.3150 90.9406 75.1345 61.7804 51.1263 46.8477 
Present (Quasi-3D) 132.5240 96.3946 79.7050 65.4693 53.8798 49.1767 
S-S Present (HOBT) 38.6762 27.7155 22.9142 19.2140 20.8604 16.2077 
Present (Quasi-3D) 39.5558 28.5495 23.7280 19.9763 17.6062 16.7752 
C-F Present (HOBT) 10.2735 7.3321 6.0634 5.1174 4.6179 4.4854 
Present (Quasi-3D) 10.3433 7.4536 6.2077 5.2690 4.7526 4.5989 
L/h=20        
C-C Present (HOBT) 164.3840 117.3430 97.0548 81.9222 73.9263 71.8001 
Present (Quasi-3D) 166.1240 119.6690 99.6524 84.5833 76.3160 73.8660 
S-S Present (HOBT) 41.7477 29.7636 24.6163 20.8127 18.8976 18.4377 
Present (Quasi-3D) 41.8917 30.1685 25.1407 21.3901 19.4285 18.8840 
C-F Present (HOBT) 10.4785 7.4681 6.1765 5.2244 4.7512 4.6410 
Present (Quasi-3D) 10.5189 7.5729 6.3107 5.3715 4.8858 4.7553 
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Table 12: The first four natural frequencies of (2-1-1) FG sandwich beams (Type A, L/h=5). 
 
BC k Present (HOBT) 
 
Present (Quasi-3D) 
1  2  3  4  1  2  3  4  
C-C 0 10.0678 24.1007 30.2391 39.0057 10.1851 24.3924 31.6992 39.3368 
0.5 8.6673 21.1460 28.1189 34.8381 8.7755 21.4361 29.4679 35.2373 
1 7.8390 19.3241 26.8406 32.1979 7.9431 19.6136 28.1134 32.6359 
2 6.9908 17.4038 25.3680 29.3500 7.0920 17.6906 26.5466 29.8151 
5 6.2737 15.7219 23.6440 26.7525 6.3718 15.9981 24.7160 27.2129 
10 6.0527 15.1729 22.7555 25.8348 6.1485 15.4403 23.7804 26.2779 
S-S 0 5.1528 15.1167 17.8812 34.2097 5.1618 15.8466 17.9788 34.5180 
0.5 4.2945 14.0135 15.3114 29.8664 4.3041 14.6649 15.4305 30.1902 
1 3.8187 13.2067 13.9412 27.2035 3.8301 13.6220 14.2601 27.5384 
2 3.3514 11.9476 12.8895 24.4133 3.3656 12.1562 13.3684 24.7516 
5 2.9746 10.6864 11.9590 21.9917 2.9912 10.8591 12.4142 22.3149 
10 2.8669 10.2784 11.5216 21.2123 2.8839 10.4519 11.9469 21.5226 
C-F 0 1.8952 10.2454 15.1167 24.4965 1.9055 10.3171 15.8466 24.6877 
0.5 1.5696 8.7177 14.0573 21.2776 1.5787 8.7849 14.7305 21.4777 
1 1.3918 7.8330 13.4191 19.3337 1.4008 7.8997 14.0524 19.5406 
2 1.2188 6.9394 12.6837 17.3116 1.2282 7.0069 13.2670 17.5233 
5 1.0806 6.1960 11.8227 15.5670 1.0904 6.2641 12.3495 15.7757 
10 1.0416 5.9730 11.3790 15.0115 1.0514 6.0402 11.8817 15.2144 
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Table 13: The first four natural frequencies of (2-1-1) FG sandwich beams (Type B, L/h=5). 
 
BC k Present (HOBT) 
 
Present (Quasi-3D) 
1  2  3  4  1  2  3  4  
C-C 0 7.2279 17.7376 25.3767 29.4689 7.3870 18.1654 26.2069 30.1539 
0.5 7.0660 17.1549 24.2580 28.1654 7.2195 17.5634 25.0301 28.8006 
1 6.9690 16.8056 23.6490 27.4000 7.1178 17.1979 24.3953 27.9992 
2 6.8606 16.4138 23.0024 26.5560 7.0028 16.7837 23.7274 27.1103 
5 6.7424 15.9865 22.3143 25.6550 6.8757 16.3271 23.0254 26.1552 
10 6.6878 15.7897 21.9867 25.2472 6.8163 16.1149 22.6948 25.7203 
S-S 0 3.4836 11.0242 13.7319 24.8211 3.5478 11.3936 14.0025 25.4339 
0.5 3.4573 10.5981 13.3462 24.0449 3.5233 10.9607 13.5995 24.6515 
1 3.4460 10.3751 13.1275 23.5889 3.5122 10.7327 13.3717 24.1828 
2 3.4381 10.1508 12.8888 23.0846 3.5037 10.5031 13.1228 23.6561 
5 3.4356 9.9316 12.6317 22.5420 3.4993 10.2789 12.8531 23.0787 
10 3.4364 9.8359 12.5115 22.2942 3.4988 10.1816 12.7261 22.8105 
C-F 0 1.2857 7.1612 12.7211 17.6159 1.3111 7.3119 13.0913 18.0167 
0.5 1.2823 7.0340 12.1694 17.1120 1.3082 7.1843 12.5099 17.5046 
1 1.2819 6.9619 11.8686 16.8190 1.3078 7.1102 12.1959 17.2019 
2 1.2833 6.8854 11.5485 16.4990 1.3090 7.0300 11.8649 16.8666 
5 1.2870 6.8070 11.2066 16.1604 1.3120 6.9455 11.5164 16.5055 
10 1.2894 6.7725 11.0435 16.0077 1.3140 6.9071 11.3524 16.3400 
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CAPTIONS OF FIGURES 
Figure 1: Geometry and coordinate of a FG sandwich beam. 
Figure 2: Buckling mode shapes of (1-8-1) clamped- clamped FG sandwich beam (Type B, L/h=5) using 
HOBT and quasi-3D theory. 
Figure 3: Fundamental natural frequencies and critical buckling loads of (1-0-1) and (1-8-1) simply-
supported FG sandwich beams (Type A). 
Figure 4: Vibration mode shapes of (2-1-1) simply-supported FG sandwich beam (Type A, k=1, L/h=5) 
using HOBT and quasi-3D theory. 
Figure 5: Vibration mode shapes of (2-1-1) simply-supported FG sandwich beam (Type B, k=1, L/h=5) 
using HOBT and quasi-3D theory. 
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Figure 1: Geometry and coordinate of a FG sandwich beam. 
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a.Pcr= 132.5240 (k=0) 
 
a. Pcr= 125.3150 (k=0) 
 
b. Pcr= 79.7050 (k=1) 
 
b. Pcr= 75.1345 (k=1) 
 
c. Pcr= 49.1767 (k=10) 
 
c. Pcr= 46.8477 (k=10) 
Present (Quasi-3D) Present (HOBT) 
Figure 2: Buckling mode shapes of (1-8-1) clamped- clamped FG sandwich beam (Type B, L/h=5) 
using HOBT and quasi-3D theory. 
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a. Fundamental natural frequencies 
 
b. Critical buckling loads 
Figure 3: Fundamental natural frequencies and critical buckling loads of (1-0-1) and (1-8-1) simply-
supported FG sandwich beams (Type A). 
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a. First mode 1 = 3.8301  a. First mode 1 =3.8187 
 
 
b. Second mode 2 = 13.6220  b. Second mode 2 = 13.2067 
 
c. Third mode 3 = 14.2601  c. Third mode 3 = 13.9412 
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d. Fourth mode 4 = 27.5384  d. Fourth mode 4 = 27.2035 
Present (Quasi-3D) Present (HOBT) 
Figure 4: Vibration mode shapes of (2-1-1) simply-supported FG sandwich beam (Type A, k=1, 
L/h=5) using HOBT and quasi-3D theory. 
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a. First mode 1 = 7.1178  a. First mode 1 =6.9690 
 
 
b. Second mode 2 = 17.1979  b. Second mode 2 = 16.8056 
 
c. Third mode 3 = 24.3953  c. Third mode 3 = 23.6490 
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d. Fourth mode 4 = 27.9992  d. Fourth mode 4 = 27.4000 
Present (Quasi-3D) Present (HOBT) 
Figure 5: Vibration mode shapes of (2-1-1) simply-supported FG sandwich beam (Type B, k=1, 
L/h=5) using HOBT and quasi-3D theory. 
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